
Silver-Lube®

Corrosion resistant bearing units



WITHSTANDS FREQUENT
WASHDOWNS RESISTING
■ Corrosion
■ Detergents
■ Chemicals
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THERMOPLASTIC 
MOULDED HOUSING
■ No coating
■ No cracking
■ No peeling
■ Solid base

STAINLESS STEEL
■ Grease nipple
■ Bolt hole liners
■ Set screws
■ Flinger
■ Seal core
■ Bearing rings,

cage and balls

RHP SILVER-LUBE ®

■ CORROSION RESISTANT UNITS

■ STAINLESS STEEL BEARING INSERTS

■ EFFECTIVE, EFFICIENT SEALING    

■ APPROVED FOOD GRADE GREASE

■ WIDE OPERATING TEMPERATURE

■ END COVERS AVAILABLE  

INTRODUCTION
The RHP Silver-Lube® series is a range of corrosion resistant

bearing units specifically for use in industries where frequent 

thorough washdowns are necessary, optimum hygiene standards 

are required and good chemical resistance is important over a 

wide temperature range.

The units are available in pillow block, two-bolt flange, four-bolt flange

and take-up unit configurations and are capable of accommodating

initial misalignment from mounting errors. In operation the units

have proven reliability in the most hostile applications.

Relubrication is possible for long trouble-free life,

minimising maintenance, maximising productivity

and helping maintain hygiene standards.

Silver-Lube® housings are made from PBT

thermoplastic resin which, in addition to being

non-corrodable, is resistant to detergents and a

wide range of chemicals. The housings are paint and

coating free which prevents chipping or flaking and have smooth

surfaces to assist thorough washdowns.

Silver-Lube® bearing inserts are made from stainless steel, are

provided with effective, efficient sealing arrangements and are

charged with an aluminium complex, high temperature approved food

grade grease, as standard.

Full technical specifications, application details and descriptions of

the Silver-Lube® range are provided within this document.
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FROM BOTTLING PLANTS TO FISHERIES
4



UNIT DIMENSIONS
Silver-Lube® mounting details are dimensionally interchangeable with
the traditional RHP Self-Lube® range. However, some non-critical
dimensions do differ, see tables below.

For permissible bearing speeds, please see page 14.

G Bolt 
Dia

J

L A1
A
A4

SB

PSF SERIES

Table 1 PNP Silver-Lube®  Pillow Blocks – Unit Dimensions

Table 2 PSF Silver-Lube® Four-Bolt Flange – Unit Dimensions

RHP SHAFT BASIC HOUSING WEIGHT
DESIGNATION DIA. INSERT GROUP L H H1 H2 J N N1 G A A1 B S (kg)

PNP20CR 20 J1020 2 127.2 33.3 14.2 65.9 94.9 11.0 14.2 M10 37.8 22.5 31.0 12.7 0.27
PNP3/4CR 3/4" J1020 2 127.2 33.3 14.2 65.9 94.9 11.0 14.2 M10 37.8 22.5 31.0 12.7 0.27
PNP25CR 25 J1025 3 140.2 36.5 14.5 71.9 104.9 11.0 14.2 M10 37.8 24.5 34.0 14.3 0.39
PNP1CR 1" J1025 3 140.2 36.5 14.5 71.9 104.9 11.0 14.2 M10 37.8 24.5 34.0 14.3 0.39
PNP30CR 30 J1030 4 162.2 42.9 17.8 83.9 118.9 14.0 18.2 M12 45.8 27.0 38.1 15.9 0.52
PNP1.3/16CR 1.3/16" J1030 4 162.2 42.9 17.8 83.9 118.9 14.0 18.2 M12 45.8 27.0 38.1 15.9 0.52
PNP1.1/4RCR 1.1/4" J1030 4 162.2 42.9 17.8 83.9 118.9 14.0 18.2 M12 45.8 27.0 38.1 15.9 0.52
PNP35CR 35 J1035 5 167.2 47.6 18.0 94.9 126.9 14.0 18.2 M12 47.8 32.5 42.9 17.5 0.72
PNP1.1/4CR 1.1/4" J1035 5 167.2 47.6 18.0 94.9 126.9 14.0 18.2 M12 47.8 32.5 42.9 17.5 0.72
PNP1.7/16CR 1.7/16" J1035 5 167.2 47.6 18.0 94.9 126.9 14.0 18.2 M12 47.8 32.5 42.9 17.5 0.72
PNP40CR 40 J1040 6 184.2 49.2 19.5 98.9 136.8 14.0 18.2 M12 53.8 36.0 49.2 19.0 0.99
PNP1.1/2CR 1.1/2" J1040 6 184.2 49.2 19.5 98.9 136.8 14.0 18.2 M12 53.8 36.0 49.2 19.0 0.99

RHP SHAFT BASIC HOUSING WEIGHT
DESIGNATION DIA. INSERT GROUP L J G A A1 A4 B S (kg)

PSF20CR 20 J1020 2 86.5 63.5 M10 27.8 36.3 13.4 31.0 12.7 0.28
PSF3/4CR 3/4" J1020 2 86.5 63.5 M10 27.8 36.3 13.4 31.0 12.7 0.28
PSF25CR 25 J1025 3 95.0 70.0 M10 27.9 36.7 14.3 34.0 14.3 0.34
PSF1CR 1" J1025 3 95.0 70.0 M10 27.9 36.7 14.3 34.0 14.3 0.34
PSF30CR 30 J1030 4 107.5 83.0 M10 31.5 41.4 14.3 38.1 15.9 0.50
PSF1.3/16CR 1.3/16" J1030 4 107.5 83.0 M10 31.5 41.4 14.3 38.1 15.9 0.50
PSF1.1/4RCR 1.1/4" J1030 4 107.5 83.0 M10 31.5 41.4 14.3 38.1 15.9 0.50
PSF35CR 35 J1035 5 117.5 92.0 M12 34.8 46.9 15.5 42.9 17.5 0.74
PSF1.1/4CR 1.1/4" J1035 5 117.5 92.0 M12 34.8 46.9 15.5 42.9 17.5 0.74
PSF1.7/16CR 1.7/16" J1035 5 117.5 92.0 M12 34.8 46.9 15.5 42.9 17.5 0.74
PSF40CR 40 J1040 6 130.5 102.0 M12 37.5 53.2 17.1 49.2 19.0 0.98
PSF1.1/2CR 1.1/2" J1040 6 130.5 102.0 M12 37.5 53.2 17.1 49.2 19.0 0.98

All dimensions in mm except inch shaft sizes.

All dimensions in mm except inch shaft sizes.
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